DEIRST

BRANDS STP® Super Concentrated
Fuel Injector Cleaner

Material Safety Data Sheet

EIEEEEEE Cii:ViCAL PRODUCT AND COMPANY IDENTIFICATION

STP® Super Concentrated Fuel Injector Cleaner

First Brands Corporation
83 Wooster Heights Road

Building 301

Danbury, CT 06813-1911
Telephone: (203) 731-2300

Product Type Gasoline Additive

Stock ST2073, ST2075, ST2079, ST2076, ST2075CAN, 9552X, ST2375,
ST2073CAN, ST2375, ST2078

Formula 13375-188M, 13375-188J, 13626-163

Transportation (CHEMTREC) 1-800-424-9300

Emergency Phone #

R CoVPOSITION / INFORMATION ON INGREDIENTS

Hazardous Materials Material

Petroleum Distillates

1,2,4-Trimethylbenzene
1,3,5-Trimethylbenzene

Naphthalene

Hydrotreated or Solvent

Refined Petroleum

Distillates

Proprietary Ingredients
Non-Hazardous Ingredients Proprietary Additive
Greater than 1%

None of the ingredients is listed as a carcinogen or potential carcinogen

by IARC, NTP or OSHA.

%

80-100

1-7
0-5
0-2

0-15

0-10
0-15

CAS #

8052-41-3
64742-88-7
64742-95-6
64742-81-0
8008-20-6

95-63-6
108-67-8
91-20-3

64742-54-7
64741-88-4

Mixture
Mixture-

Exposure Source
Limit

100 ppm TWA (2)
500 ppm TWA (1)
25 ppm TWA (2)
25 ppm TWA (2)
10 ppm TWA (3)
15 ppm STEL (2)
5 mg/m3 TWA (3)
None Established (3)
None Established (3)
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Material Safety Data Sheet

FIRST
BRANDS STP® Super Concentrated

Fuel Injector Cleaner
EBEEEE CovPOSITION / INFORMATION ON INGREDIENTS (continued) |

The Permissible Exposure Limits (PEL) reported above are the pre-1989 limits
that were reinstated by OSHA following a decision by the 11" Circuit Court of
Appeals. These PELs are being enforced by Federal OSHA. Be aware that
more restrictive limits may be enforced by some states. First Brands
Corporation recommends that the lower exposure limits be observed as
reasonable worker protection.

The source for exposure limits listed above are:
1. OSHA Permissible Exposure Limit (PEL)
2. ACGIH Threshold Limit Value (TLV)
3. Both the OSHA PEL and ACGIH TLV
4. Recommended by the Manufacturer

EEEEEEEEE H~2/RDS IDENTIFICATION |

Principal Hazards Warning

e Accidental ingestion of a small amount of this material may cause
gastrointestinal disturbances including irritation, nausea, vomiting
and diarrhea. A very large ingestion could result in headache,
dizziness, coma, respiratory arrest and death.

e This material is an aspiration hazard; product can enter the lungs
during swallowing or vomiting and cause lung damage.

e Irritating to the eyes, skin and respiratory tract.

e Breathing vapors may cause harmful central nervous system effects
including headache, dizziness drowsiness, loss of consciousness
and death.

e Combustible liquid. Product may present a moderate fire and
explosion hazard.

e May cause chronic health effects.

See Section 11 for complete health hazard information

KEEP OUT OF REACH OF CHILDREN

Swallowing Get immediate medical attention by calling a Poison Control Center or
hospital emergency room. Do not make person vomit unless instructed
to do so by medical personnel. If medical advice cannot be obtained,
then take the person and product to the nearest medical for emergency
treatment center or hospital. If vomiting occurs spontaneously, keep
head below hips to prevent aspiration into the lungs.
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2FRST
BRANDS STP® Super Concentrated

Fuel Injector Cleaner
I 'RsT AD (continued) |

Skin Remove contaminated clothing immediately. Wash all affected and
exposed areas with soap and water. If skin irritation or redness
persists seek medical attention.

Inhalation Remove affected person from source of exposure. If breathing
becomes difficult, administer oxygen. Administer artificial respiration if
breathing has stopped. Seek medical attention.

Eyes Exposed eyes should be immediately flushed with copious amounts of
water using a steady stream for a minimum of 15 minutes. [f irritation,
pain, swelling or tearing persist, seek medical attention.

Notes To Physician There is no specific antidote. Treatment should be directed at the
control of symptoms and clinical conditions. If clinically indicated,
stomach contents should be evacuated quickly in a manner which
avoids aspiration. A serious potential toxic effect is aspiration
pneumonitis, which may lead to non-cardiogenic pulmonary edema.
The patient should be observed for signs of lung injury is aspiration is
suspected. Large ingestions may result in naphthalene toxicity with
hemolysis, fever, anemia, methemoglobinemia, seizures, acute renal
failure and coma especially in patients with glucose-6-phosphate
dehydrogenase deficiency, sickle cell anemia or sickle trait.

IEE F R FIGHTING MEASURES

Flash Point (Method) 148 °F (64 °C) (TOC)
130 °F (54 °C) (Setaflash)

Upper Flammable Limit Not determined

Lower Flammable Limit Not determined

Extinguishing Media Water fog, foam, carbon dioxide, dry chemical

Special Firefighting Use positive pressure self contained breathing apparatus when

Procedures entering a confined space.

Unusual Fire and Combustible liquid. Product may form combustible mixtures at

Explosion Hazards temperatures at or above the flashpoint. Vapors are heavier than air
and may travel along surfaces to a remote ignition source and flash
back.
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STP® Super Concentrated

Fuel Injector Cleaner
I iR FIGHTING MEASURES (continued) |

Combustion Carbon monoxide, carbon dioxide and asphyxiants.
Decomposition

Auto-ignition Not determined
Temperature
Explosion Data Vapors may form explosive mixtures with air. Runoff to sewer may

cause fire or explosion hazard.

I ~CCIDENTAL RELEASE MEASURES |

Spill Wear appropriate personal protective equipment and remove all
sources of ignition. Collect material for disposal in a container suitable
for flammable waste.

Handling Procedures

Harmful or Fatal if Swallowed. Contains mineral spirits.
Avoid contact with eyes.

Avoid contact with the skin and clothing.

Avoid breathing vapors.

Keep away from heat sources, sparks and flame.
Wash exposed skin with soap and water after use.
Use only with adequate ventilation.

Keep containers closed when not in use.

Empty containers may retain hazardous residues.

Do not cut or weld on or near empty or full drums.

Storage Procedures Do not store near potential sources of ignition. Store in a cool, dry well
ventilated area away from heat, oxidizers and all sources of ignition.

Ventilation Procedures General ventilation should be adequate for normal use. For operations
where the TLV may be exceeded, mechanical ventilation such as local
exhaust may be needed to maintain exposure levels below applicable
limits.
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STP® Super Concentrated

Fuel Injector Cleaner

EXEEEEE - XPOSURE CONTROLS / PERSONAL PROTECTION

Chemical resistant gloves such as neoprene, nitrile or rubber are
recommended where needed to prevent prolonged / repeated skin

Gloves Protection

Eye Protection

Respiratory Protection

Clothing
Recommendation

contact.

Safety glasses or splash-proof goggles recommended if needed to

prevent eye contact.

None needed under normal use conditions. For operations where the
TLV may be exceeded, a NIOSH/MSHA approved organic vapor
respirator or supplied air respirator is recommended. Equipment
selection depends on contaminant type and concentration, select in
accordance with 29 CFR 1910.134 and good industrial hygiene
practice. For firefighting, use self-contained breathing apparatus.

Protective clothing if needed to avoid prolonged / repeated skin
contact. Suitable washing and eye flushing facilities should be

available in the work area.

Contaminated clothing should be removed

and laundered before re-use.

EXEEEEEEEE r!iYS!CAL AND CHEMICAL PROPERTIES

Vapor Pressure
pH

Specific Gravity
Water Solubility
Percent Volatile
Vapor Density
Evaporation Rate
Odor
Appearance
Viscosity
Boiling Point

Freezing Point

Not determined
Not applicable
6.6-7.1 Ibs/gal
Below 0.1%
90-100%

Not determined
Not determined
Hydrocarbon odor
Clear to light amber liquid
<5 Cst

325-550°F

Not determined
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