Material Safety Data Sheet

FIRST

BRANDS STP® Engine Stop Leak
EEE CcVicAL PRODUCT AND COMPANY IDENTIFICATION ]
STP® Engine Stop Leak

First Brands Corporation
83 Wooster Heights Road
Building 301

Danbury, CT 06813-1911
Telephone: (203) 731-2300

Product Type Qil Additive

Stock ST1012 ~

Formula 13655-143

Transportation (CHEMTREC) 1-800-424-8300

Emergency Phone #

FEEE CCOFOcITION / INFORMATION ON INGREDIENTS

Hazardous Materials Material % CAS # Exposure Source
| Limit
Solvent Dewaxed Heavy 45-65  G4742-65-0 5 mg'm3 {3)
Paraffinic Petroleum
Dishllate
Hydrotreated Heavy 15-30  B4T42-52-5 & mg/m3 [3)
Maphthenic Petrolewm
Distillata
Zine Dithiophosphate (-3 G8649-42-3 Mone Established (3
Calcium Alkaryl Sulfonate  0-3 T1485-79-8 Mane Established (3
Proprietary Alkyl Phthalate  20-30  Proprietary 5 mgim3 (3]
Mon-hazardaus Ingredients Amine Grafted 2-10 Proprietary Mone Established {3]
Ethylane/Propylens
Copalymer

None of the ingredients is listed as a carcinogen or potential carcinogen
by IARC, NTP or OSHA.

The Permissible Exposure Limits (PEL) reported above are the pre-
1939 limits that were reinstated by OSHA following a decision by the
11" Circuit Court of Appeals. These PELs are being enforced by
Federal OSHA. Be aware that more restrictive limits may be enforced
by some states. First Brands Corporation recommends that the lower
expasure limits be observed as reasonable worker protection
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Material Safety Data Sheet

¥ PRANL, STP® Engine Stop Leak
EEEEE CHcvichL PRODUCT AND COMPANY IDENTIFICATION ]
STP® Engine Stop Leak

First Brands Corporation
83 Wooster Heights Road
Building 301

Danbury, CT 06813-1911
Telephone: (203) 731-2300

Product Type Qil Additive

Stock S5T1012 ~

Formula 13655-143

Transportation (CHEMTREC) 1-B00-424-9300

Emergency Phone #

EEE CCvPOSITION / INFORMATION ON INGREDIENTS

Hazardous Materials Material e CAS # Exposure Source
| Limit
Solvent Dewaxed Haavy 45-65 54742650 5 mgimi (3
Paraffinic Petroleum
Crigtillate
Hydratreated Heavy 15-30 64742-52-5 5 mgfma {3
Maphthenic Petroleum
Distillate
Zing Dithiophosphata Q-3 BES49-42-3 Mone Established (3}
Calcium Alkary| Sulionate 0-3 71485-79-8 Maone Establishad (3}
Proprietary Alkyl Phthalate  20-30 Proprietary 5 ma'm3 (3
Mon-hazardous Ingradients Amine Grafted 2-10 Proprietarny Mane Establshed (3
Ethylene/Propylansa
Coapolymer

None of the ingredients is listed as a carcinogen or potential carcinogen
by IARC, NTP or OSHA.

The Permissible Exposure Limits (PEL) reported above are the pre-
1989 limits that were reinstated by OSHA fallowing a decision by the
11" Circuit Court of Appeals. These PELs are being enforced by
Federal OSHA. Be aware that more restrictive limits may be enforced
by some states. First Brands Corporation recommends that the lower
exposure limits be observed as reasonable worker protection.
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Flash Point (Method)
Upper Flammable Limit
Lower Flammable Limit
Extinguishing Media
Special Firefighting

Procedures

Unusual Fire and
Explosion Hazards

Combustion
Decomposition

Auto-ignition
" Temperature

Explosion Data

I /CCIDENTAL RELEASE MEASURES

Spill

STP® Engine Stop Leak

Material Safety Data Sheet

FIRE FIGHTING MEASURES

Greater than 322 "F (TCC)

Mot determined

Mot determined

Use water spray, foam or dry chemical.

Use self contained breathing apparatus and full protective clothing .
Water or foam may cause frothing. Use water to cool fire-exposed
containers.

The vapor space in closed container may contain hydrogen sulfide in
explosive concentrations. Hydrogen sulfide may be released when
heated.

Carbon monoxide, carbon dioxide, aldehydes, ketones and combustion
preducts of nitrogen, sulfur, calcium, zinc or phosphorous.

Mot determined

Mone determined.

Ventilate area. Eliminate ignition sources. Wear appropriate personal
protective equipment. Avoid breathing vapor. Collect material with
suitable absorbent matenal and showvel into appropriate container for
disposal. Prevent product frem entering sewer or waterways.

HANDLING AND STORAGE

Avoid contact with eyes, skin and clothing.
Wash exposed skin with soap and water after use

Handling Procedures

Storage Procedures

Avoid breathing vapors and mists
Use only with adequate ventilation.

Keep container closed

Use proper grounding procedures.

Do not pressurize, cut, heat or weld containers.
store in a cool, well ventilated area away from incompatible

materials.

Avoid exposure to high temperatures for prolonged periods.

Store away from direct sunlight.

Avoid water contamination.
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- ; Material Safety Data Sheet

_J¥ BRANDS STP® Engine Stop Leak
EEEEEE - COsURE CONTROLS / PERSONAL PROTECTION |

Ventilation Procedures General ventilation should be adequate for normal use. For operations
where the TLV may be exceeded, mechanical ventilation such as local

exhaust may be needed to maintain exposure levels below applicable
lirmits

Gloves Protection Impervious gloves such as neoprene or nitrile are recommended for
operations which may result in skin contact.

Eye Protection Safety glasses, chemical safety goggles or face shield is
recommended to prevent eye contact.

Respiratory Protection None needed under normal use conditions. For operations where the
TLV maybe exceeded, a NIOSH/MSHA approved organic vapor
respirator wit dust/mist prefilter or supplied air respirator is
recommended. Equipment selection depends on containment type and
concentration, select in accordance with 29 CFR 1910.134 and good
industrial hygiene practice. For firefighting, use self-contained
breathing apparatus

Clothing Protective clothing if needed to avoid prolonged / repeated skin

Recommendation contact. Suitable washing and eye flushing facilities should be
available in the work area. Contaminated clothing should be removed
and laundered or dry-cleaned before re-use

N - siCAL AND CHEMICAL PROPERTIES |

Vapor Pressure Mot determined

pH Not applicable
Specific Gravity 7.4-7.8 |bs/gal
Water Solubility Megligible

Percent Volatile Mot determined
Vapor Density Not determined
Evaporation Rate Not determined
Cdor Hydrocarbon odor
Appearance Viscous, slightly hazy, yellow colored liquid
Viscosity 157.5 ¢S5t @ 100°C
Boiling Point Mot determinad
Freezing Point Mot determined
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